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3.4 Placing bobbin  (Fig. 15)
Note: when bobbin is placed into the bobbin case, the
thread should be wound properly in the correct direction
shown in the figure.                                                             .

3.5 Drawing thread from the bobbin  (Fig. 16)
A. Draw the thread end to bobbin slot  shown in the
figure, and pull it out down through the inner bobbin
stop piece.                                                                         
B. Hold the thread end with left hand, turn the hand
wheel slowly and get the bobbin thread, then draw them
a little apart from the presser foot.                                     

    .

.

1. Adjust the needle thread tension and bobbin
    thread tension

All forms of stitches are shown in Fig. 20

The normal stitch of sewing machine is shown in Fig.
17A. If stitch is abnormal, the puckering and thread
breakage will occur, the needle thread tension and
bobbin thread tension should be adjusted so that the
normal stitch can be obtained.                                            .

Normal stitch seam

Needle thread too loose or bobbin thread too tight

Needle thread too tight or bobbin thread too loose

Inner stop piece

Thread

Thread

Thread

Hook

Hook Sliding plate

Sliding plate
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A. If the stitch seam shows as Fig. 17B, indicates

that the needle thread tension is too tight or the

bobbin thread tension is too loose. Please turn the

thread tension nut counter-clockwise to release the

needle thread pressure; or turn the bobbin lace

adjusting screw with a screwdriver to increase the

bobbin thread tension.( See Fig. 18,19)                     

B. If the needle thread tension is too loose or the

bobbin thread tension is too tight shown as Fig. 17C.

Please turn the thread tension nut clockwise to

increase the needle thread pressure; or turn the

bobbin lace adjusting screw with a screwdriver to

decrease the bobbin thread tension. (See Fig. 18,19)

For special sewing with special thread, the tension

needed can be obtained by adjusting the power and

stroke of the thread take-up spring.                            

  .

.

 .

The pressure of presser foot should be adjusted

according to the thickness of the sewing materials. If

stitch on heavy weight materials, the pressure should

be increased by turning the pressure adjusting screw

on the back of machine head clockwise, on the

contrary, turn it counter-clockwise.                            .

2. Adjust the pressure of presser foot (Fig.20)

The function of safety clutch device is to prevent the

hook and toothed belt from being damaged when the

needle thread is drawn into the hook for abnormal

load during the operation.                                            .

3. Adjust the safety clutch device

3.1 The function of safety clutch device (Fig.21)
A. When the safety clutch is functioning, the toothed
belt will remove the load and the hook shaft will stop
rotating, only the upper shaft still rotates, and the
machine stops work.                                                    
B. Clean off the needle thread which is draw into the
hook.
C. Turn the toothed belt shaft by hand to check if the
hook shaft can turn smoothly, then reset the safety
clutch device.                                                               

   .

   .

   .

                                                                              

Adjusting screw

Loosen

Tighten

Nut

Increase

Decrease

Increase
Decrease

Pressure adjusting
screw

Safety clutch device

Toothed-belt pulley

Shaft

Stopper
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3.2 How to reset the safety clutch device (Fig.22)

A. While press down the button on the bed surface with

left hand, turn the hand wheel slowly with right hand in

the direction shown in Fig. 22 (clockwise).

B. When the stopper brakes the hand wheel, more

strength is needed to turn the balance wheel to reset the

safety clutch device.

C. Release the button.

D. So the resetting is OK and put the bobbin into hook.

(See Fig.15)                                                                        

                    

                                                          

                                                        

  .

  .

  .

  .

3.3 How to adjust the strength on the safety clutch

      device (Fig.23)

A. When the white mark of the eccentric pin aims at the

centre of the lower shaft, indicates that the strength on

the safety clutch is the minimum. When the white mark

points outward, the strength is properly increased.      

B. For adjusting the strength of it, move the belt and

loosen the set screw of eccentric pin, and turn the

eccentric pin.

C. After adjustment, please tighten the set screw.          

  .

.

.

                                                                        

3.4 Adjust the upper feed mechanism (Fig.23)

If the upper and lower feed are not in timing during

sewing, the long hole of the horizontal feed crank(right)

should be adjusted to get the length of upper feed.    

Adjusting as follows:                                             

A. Loosen the special stud.

B. Move the stud upward to decrease the amount of

upper feed.

C. Move the stud downward to increase the amount of

upper feed. Theoretically, when it is on the reference

line of the horizontal feed crank, the upper feed amount

equals to the lower feed amount.                                   

D. After adjustment, tighten the special stud.                

      .

              .

              .

    .

     .

  .

                                   

                                                                        

Handwheel

Button

White mark
Eccentric pin

Belt

Tighten

Loosen

Lower shaft

Set screw

Link Horizontal shaft crank (right)

Reference line

Special stud Upper layer feed decreaseUpper layer feed decreaseUpper layer feed decrease

Upper layer feed increaseUpper layer feed increaseUpper layer feed increase
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Oil amount
adjusting screw
Oil amount
adjusting screw
Oil amount
adjusting screw

3.5 Adjust the vertical stroke of presser foot  (Fig. 25)
When stitch on the very elastic materials or the

th ickness  of sewing  mater ia l s changes ,  the

adjustment should be done in the following order:    .

.

  .

.

A. Loosen the special stud.                                            

B. When the central line distance between the special

stud and the presser foot lifting rear crank becomes

shorter, the vertical stroke of presser foot will

become longer, on the contrary, the distance becomes

longer, the stroke will become shorter.                      

C. After adjustment, tighten the special stud. The

common vertical stroke of presser foot can be

adjusted within the range of 2 6mm.                         

3.6 Adjust the hook oil amount  (Fig. 26)
It adopts plunger full auto-lubricating system, even

at a very low speed, it still can supply and suck oil

very well. Generally, only the hook oil amount can

be adjusted, the others cannot be adjusted. The hook

oil amount can be controlled by the oil amount

adjusting screw. First loosen the nut of adjusting

screw, turn the screw clockwise to increase the oil

amount, on the contrary, decrease the oil amount.

After adjustment, tighten the nut.                                .

Increase Increase Increase 
Decrease

Increase Increase Increase 

DecreaseDecreaseDecrease

Special stud

Crank link

Crank
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2
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3

1

1

4

1

2

1

15
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2

1

1

1

1

1

1

1

1
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1

1

1

1

2

1

2

1

1

1

1

1

1

1

1

1

1

1

1

1

Machine bed

Machine arm

Pin

Screw

Screw

Model label

Brand label

Rivet

Upper thread guide

Screw

Back cover

Screw

Washer

Cover

Front slide plate

Screw

Thread take-up lever cover

Back front cover

Screw

Spring

Thread retainer

Lower thread finger

Screw

Screw

Screw

Screw

Middle thread finger

Rubber plug 8.5

Face plaft

Screw

Upper thread finger

Guide set plate

Oil stopper set plate

Oil stopper

Needle plate

Pin shaft

Thread releasing lever

Right sliding plate

Left sliding plate

Rubber plug 14.5

Rubber plug 12.7

Back fitting cover

Rubber plug 12.7

43WF1-001

43WF1-002

43WF1-003B

43WF1-004B

1WF1-015

1WF1-016

1WF1-017

1WF1-011

22T1-007

1WF1-032

1WF1-038

1WF1-039

1WF1-019

1WF1-030

1WF1-027

1WF1-028

1WF1-003

1WF1-004

1WF1-005

1WF1-034

1WF1-036

1WF1-007

1WF1-006

1WF1-018

1WF1-013

1WF1-009

1WF1-008

1WF1-012

1WF1-021

1WF1-020

1WF1-035

1WF1-037

1WF1-023

1WF1-033

1WF1-040

1WF1-029

1WF1-022

1WF1-031

1WF1-014

A6 30 GB117-86

M10 35 GB70-85

M10 35 GB5781-85

2.5 5 GB827-86

SM11/64" 40/8

SM11/64" 40/9

PE

SM11/64" 32/5.4

SM9/64" 40/6.5

SM11/64" 40

SM9/64" 40

SM3/16" 28
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1
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1

1

1

1

1

1

1

1

1

1

1

1

Thread tension fixing bracket assembly

Thread guide bracket

Thread guide plate

Spring

Thread guide b acket screw assembly

Thread releasing pin (short)

Thread tension nut

Thread tension spring

Thread releasing disc

Thread tension disc

Screw

Screw

Thread controlling disc assembly

Screw

Stop plate

Thread take-up spring

Thread take-up spring shaft

Screw

Thread releasing pin (long)

Thread tension retaining plate

Thread releasing spring

Spring retaining plate

Screw

Rubber plug

Thread guide pin

r

1WF1-010A

1WF1-010B

1WF1-010C

1WF1-010D

1WF1-010E

1WF1-010M

1WF1-010H

1WF1-010G

1WF1-010S

1WF1-010F

1WF1-010R

1WF1-010Q

1WF1-010J

1WF1-026

1WF1-025

1WF1-010K

1WF1-010I

1WF1-024

1WF1-010L

1WF1-010W

1WF1-010P

1WF1-043

22T2-004

43WF1-006

35WF1-006

SM9/64" 40/4.5

SM/64" 40/4.5

1.MSK-8420BL-18 machine casting components
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2
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3

1

1

4
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15
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1

1

1

1

1

1

1

1

1

1

1

1

1

2

1

1

1

1

1

1

1

1

1

1

1

1

1

Machine bed

Machine arm

Pin

Screw

Screw

Model label

Brand label

Rivet

Upper thread guide

Screw

Back cover

Screw

Washer

Cover

Front slide plate

Screw

Thread take-up lever cover

Back front cover

Screw

Lower thread finger

Oil felt

Screw

Screw

Screw

middle thread finger

8.5

Face plate

Screw

Upper thread finger

Guide set plate

Oil stopper set plate

Oil stopper

Needle plate

Right sliding plate spring retainer

Thread releasing lever

Right sliding plate

Left sliding plate

14.5

12.7

Back fitting cover

Rubber plug 12.7

Rubber plug

Rubber plug

Rubber plug

44WF1-003

43WF1-002

44WF1-002

44WF1-005

1WF1-015

1WF1-016

1WF1-017

1WF1-011

22T1-007

1WF1-032

1WF1-038

1WF1-039

1WF1-019

1WF1-030

1WF1-005

9WF1-001

9WF1-002

1WF1-034

1WF1-036

1WF1-007

1WF1-006

1WF1-018

1WF1-013

1WF1-009

1WF1-008

1WF1-012

1WF1-021

1WF1-020

9WF1-004A

1WF1-043

1WF1-023

1WF1-033

1WF1-040

1WF1-029

1WF1-022

1WF1-031

1WF1-034

A6 30 GB117-86

M10 35 GB70-85

M10 35 GB5781-85

2.5 5 GB827-86

SM11/64" 40/8

SM11/64" 40/9

PE

SM11/64" 32/5.4

SM3/16" 28
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65
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1

1

1

1

1

1

1

1

2

1

2

1

1

1

1

1

1

1

1

1

1

1

1

Thread tension fixing bracket assembly

Thread guide bracket

Thread guide plate

Spring

Thread guide bracket screw assembly

Thread releasing pin (short)

Thread tension nut

Thread tension spring

Thread releasing disc

Thread tension disc

Screw

Screw

Thread controlling disc assembly

Screw

Stop plate

Thread take-up spring

Thread take-up spring shaft

Screw

Thread releasing pin (long)

Thread tension retaining plate

Thread releasing spring

Screw

Rubber plug

Thread guide pin

1WF1-010A

1WF1-010B

1WF1-010C

1WF1-010D

1WF1-010E

1WF1-010M

1WF1-010H

1WF1-010G

1WF1-010S

1WF1-010F

1WF1-010R

1WF1-010Q

1WF1-010J

1WF1-026

1WF1-025

1WF1-010K

1WF1-003A

1WF1-024

1WF1-010I

1WF1-010W

1WF1-010P

22T2-004

43WF1-006

35WF1-006

SM9/64" 40/4.5

SM/64" 40/4.5
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Upper shaft
Upper shaft bushing (front)
Screw
Oil felt
Needle crank
Screw
Screw
Screw
Screw
Eccentric cam
Stop ring
Slot for front crank sliding block
Stop ring
Screw
Screw
Ball bearing
Upper shaft bushing (rear)
Screw
Hand wheel
Screw
Toothed belt
Spring plate
Pin
Spring
Split stop ring
Stop plate
Nail
Braking plate
Connector
Bushing
Screw
Screw
Nut
Link lever
Bolt
Washer
Oil pipe assembly
Spring
Presser foot lifting crank (rear)
Screw
Presser foot lifting c ank (front)
Screw
Bushing
Link lever
Screw
Screw
Presser foot lifting movable plate
Rolling ball shaft
Rolling ball
Washer
Screw
Upper shaft timing pulley
Lower shaft timing pulley
Bobbin winding shaft
Screw
Upper shaft bushing (middle)

r

43WF2-001
1WF2-022
1WF2-023
1WF2-024
1WF2-021
1WF2-020
1WF2-007
1WF2-010
1WF2-009
1WF5-026

1WF5-041
1WF2-026
1WF2-030
1WF2-029

1WF2-031
1WF2-019
1WF2-032
1WF2-044
1WF2-028
1WF2-039
1WF2-037
1WF2-041

1WF2-040
1WF2-048
1WF2-045
1WF2-042
1WF2-046
1WF2-047
1WF2-038
1WF5-001
1WF5-025
1WF5-044

1WF5-023
1WF5-024
1WF5-045
1WF4-018
1WF5-038
1WF5-028
1WF5-037
1WF5-030
1WF5-029
1WF5-032
1WF5-033
1WF5-034
1WF5-035

1WF5-042
1WF2-027
1WF2-037
43WF3-004
JO.0.40
43WF2-003

SM1/4" 24/13
Wool felt

SM9/32"/28

SM1/4" 40/7
SM1/4" 40/4

25 GB894.1-86

SM15/64" 28/8.5
SM15/64" 28/15

SM15/64" 28/12

SM15/64" 28/4.5

3 GB896-86

SM15/64" 28/10.5
SM15/64" 28/10

Washer 6 GB95-85

SM1/4" 24/16

SM1/4" 24/8

SM11/64" 40/6

Washer 4 GB848-85
SM11/64" 40/10
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1

1
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2

1

1

1

1

1

1

1

1

1

1

2

1

1

1

1

1

1

1

1

2

1

2

1

1

1

1

1

Oil wick

Shaft for needle bar rocking frame

Screw

Screw

Oil wick

Bushing

Thread take-up lever

Thread take-up lever sliding block

Screw

Oil wick

Plug

Needle bar crank pin

Oil wick

Needle bar link

Needle bar rocking frame

Screw

Shim needle bar rocking frame

Oil felt

Needle bar connector

Screw

Needle bar

Needle bar

rocking pressing bar

Screw

Washer

Needle bar holder guide

Pressing bar link

Screw

Guiding plate

Spring

Spring bar

Inner presser foot

Inner presser foot

Screw

Needle holder

Needle bar thread guide

Needle holder screw

Needle set screw

Needle

Needle bar rocking sliding block

Sliding block shaft

Needle bar rocking left crank

Pin

Washer

1WF5-017

1WF5-018

1WF5-031

1WF5-019

1WF2-018

1WF2-017

1WF2-016

1WF2-011

1WF2-019

1WF2-012

1WF2-013

1WF2-014

1WF2-015

1WF2-008

1WF5-011

1WF5-013

1WF5-012

1WF2-007

1WF2-005

1WF2-006

1WF2-004

1WF2-001

1WF2-006

1WF5-010

22T1-007

1WF5-009

1WF5-036

1WF3-009

1WF5-014

1WF5-016

1WF5-015

1WF5-043

35T5-502

22T2-004

1WF2-003

35T1-103

1WF2-002

22T2-017

1F-009

1WF5-007

1WF5-008

1WF5-020

1WF5-021

2.5 80 

SM5/16" 28/10

SM15/64" 28/8

2.5 240 

SM15/64" 28/12

3 25

3 80 cotton thread

SM3/32" 56/4.6

SM9/64" 40/8.5

MSK-8420BL-18

MSK-8400BL-18

SM11/64" 40/12

Washer GB848-85

SM11/64" 40/15

MSK-8420BL-18

MSK-8400BL-18

MSK-8420BL-18

MSK-8400BL-18

SM9/64" 40/4.3

MSK-8400BL-L18

DP 17 23#

A4 24 GB117-86

cotton thread

cotton thread
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No .  Part number Name Qt. Remark



1 2 3 4 5 6 7 8 9 10

11

12 13

14
15

16
17

18
19

20

21

22

232425

26

27

28

29
30

31

32 33
34

35

36 37

38

39

40

41

4243 44 46 47 48 49

50

51

5253

5455565758

5960

4243 45 1

45

59 61

62

63

64 656667

6869

70

71

72737475 76

77

78
79

80

45565754

33

3435

MSK-8420BL-18

MSK-8400BL-18

22



41

42

43

44

45

46

47

48

49

50

51

52

53

54

55

56

57

58

59

60

61

62

63

64

65

66

67

68

69

70

71

72

73

74

75

76

77

78

79

80

2

2

2

1

3

1

1

1

1

1

1

1

1

2

2

2

4

1

2

1

1

1

2

1

2

1

1

1

1

1

1

1

1

2

1

1

1

1

1

1

1

1

Screw

Bushing

Screw

Needle bar rocking shaft

Rear crank

Nut

Link lever

Screw

Feed shaft right crank

Pin

Washer

Nut

Feed shaft bushing

Screw

Collar

Screw

Feed crank

Split stop ring

Crank pin

Oil wick

Feed shaft

Oil felt

Connecting crank (left)

Screw

Oil wick

Oil wick clamp

Crank shaft

Oil wick

Feed dog support

Feed dog support

Screw

Washer

Screw

Feed dog

Feed dog

Screw

Oil felt

Feed dog lifting fork

Nut

Screw

Screw

1WF5-022

1WF5-027

1WF5-028

43WF5-001

1WF4-018

1WF5-005

1WF5-004

1WF5-003

1WF5-049

1WF5-002

1WF5-046

1WF5-047

1WF5-001

1WF4-052

1WF2-023

1WF4-054

1WF2-009

1WF4-017

1WF4-019

1WF4-020

43WF4-001

1WF4-038

1WF4-035

1WF4-034

1WF4-030

1WF4-029

1WF4-036

1WF4-031

1WF4-001

9WF4-001

1WF4-032

1WF4-005

1WF4-004

9WF4-002A

1WF4-007

1WF4-008

1WF4-009

1WF4-002

1WF4-003

1WF4-033

SM1/4" 24/8

SM1/4" 40/4

Stop ring 5 GB896-86

3 55 cotton thread

Wool felt

SM3/16" 28/12

2.5 430 cotton thread

MSK-8420BL-18

MSK-8400BL-18

SM15/64" 28/16

Washer 6 GB95-85

SM1/8" 40/7

MSK-8420BL-18

MSK-8400BL-18

SM1/8" 44/4

Wool felt

SM1/8" 40/13.5

SM11/64" 40/6

23

No .  Part number Name Qt. Remark

Screw



1

2

3

4

5

6

7

8
9
10

11

12
13
14

15
16
17
18

19

20 21

222324

25

26

27

28

29

30

31 32 33 34 35 36 37

38
39

40

41

42 43 44 45 46 47 48

49

50 51 52

53 54

28

24



1
2
3
4
5
6
7
8
9

10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25
26
27
28
29
30
31
32
33
34
35
36
37
38
39
40
41
42
43
44
45
46
47
48
49
50
51
52
53
54

Right hook saddle
Screw
Upper bushing
Lower bushing
Rotary hook assembly
Bobbin
Oil wick
Hinge shaft
Screw
Link lever
Inner hook finger bracket
Screw
Washer
Inner hook finger
Washer
Nut
Upper bushing
Screw
Washer
Screw
Lower bushing
Nut
Screw
Screw
Left hook saddle
Screw
Spiral gear
Screw
Spiral gaer
Feed link
Lower shaft bushing (left)
Oil wick
Lower shaft
Feed dog lifting cam
Screw
Lower shaft bushing (right)
Oil wick
Stop ring
Spring
Button
Screw
Feed cam
Feed link
Needle bearing
Stop ring
Lower shaft bushing assembly (middle)
Lower shaft bushing (rear)
Screw
Screw
Bearing
Bearing pressing ring
Screw
Oil wick
Pin

1WF2-063
1WF2-060
1WF2-059
1WF2-061
1WF2-064
1WF2-065
1WF2-070
1WF2-069
1WF2-072
1WF2-071
1WF2-075
1WF2-026

1WF2-076

1WF2-074
1WF2-062
1WF2-034

1WF2-033
1WF2-077
1WF2-067
1WF2-066
1WF2-044
1WF2-068
1WF2-052
1WF2-078
1WF2-009
1WF2-079
1WF2-055
1WF2-035
1WF2-036
43WF2-002
1WF2-006
1WF2-019
43WF2-004
1WF2-058

1WF4-041
1WF4-042
1WF4-010
1WF4-011
1WF4-012

1WF2-055
1WF2-051
1WF2-009
1WF2-052

1WF2-050
1WF2-049
1WF4-044
1WF4-043

SM14/64" 28

2.5 14 cotton thread

SM3/16" 32

SM9/64" 40/4.5
Washer 4 GB848-85

Washer 4 GB848-85
SM3/16" 32

SM3/16" 28/14.5
 6 GB95-85

SM1/4" 24/20

SM3/16" 28
SM3/16" 28/25.5
SM1/4" 40/5

SM1/4" 40/4

25 45 

SM15/64" 28/12

2.5 85 cotton thread
Stop ring 5 GB896-86

SM15/64" 28/13.5

 26 GB894.1-86

SM1/4" 40/4
SM1/4" 40/5

SM9/64" 40/7

Stop ring 

cotton thread

Stop ring 

Note: the figure in the bracket is the parts quantity of MSK-8400BL-18
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No .  Part number Name Qt. Remark



78

9

10

12

13

14

2

1

2 3 4 5 6

11

15
16

17

18

19

20

2122 23

24

2526 2728

29 30

24 2

26



1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

21

22

23

24

25

26

27

28

29

30

1

5

1

1

1

1

1

1

1

1

2

1

1

1

1

1

1

1

1

1

1

1

1

3

1

1

1

1

2

4

Stitch length adjusting rocking lever

Screw

Set screw

Stitch length link

Eccentric shaft

Reverse feed shaft

Reverse feed crank

Screw

Screw

Reverse feed lever

Sliding block

Crank spring

Spring bracket

Screw

Stop pin

Spring

Screw bar

'O' type seal

Stitch length dial

Screw

Stitch length adjusting crank shaft

Stitch length adjusting crank

Screw

Screw

Collar

Reverse feed adjusting bracket

Oil wick

Oil wick

Guiding plate

Screw

1WF4-025

1WF4-030

1WF4-026

1WF4-014

1WF4-028

1WF4-046

1WF4-047

1WF4-027

1WF4-021

1WF4-048

1WF4-040

1WF4-049

1WF4-050

1WF4-051

1WF4-024

1WF5-006C3

43WF4-002

1WF4-022

1WF5-009

1WF4-013

1WF4-015

1WF2-038

1WF4-016

1WF4-053

1WF4-057

1WF4-045

1WF4-039

1WF4-056

1WF1-011

SM15/64" 28/8.5

SM15/64" 28/12

SM15/64" 28/13

SM15/64" 40/10.5

SM11/64" 40/8

1 2.  GB1235-86

SM15/64" 28/10

SM15/64" 28/6

3 26 cotton thread

4 16 cotton thread

SM11/64" 40/9

4 4

27

No .  Part number Name Qt. Remark



33 34 35
3637

38

39

40

41

42

43

44

45

46

47

48

49

50

51

52

2

3

4

5
6

7

8
9

10

11

12

13

14 15 1716

18

19

20

21

2223

24

25

26

27

28 29

3031

32

1

44

28

36 53

54

55

56

57

58 59

Automatic presser foot lifter components



1
2
3
4
5
6
7
8
9

10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25
26
27
28
29
30
31
32
33
34
35
36

37
38
39

40
41
42
43
44
45
46
47
48
49
50
51
52
53
54
55
56
57
58
59

1
1
1
2
1
1
1
1
2
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
2
1
1
1
1
1
1
1
1
1
1
1
2
1
1
1
1
1
1
1
1
2
1
1
1
1
1
1
2
2
2

Screw
Nut
Thread tension spring
Thread tension disc
Thread tension shaft
Crank
Screw
Bobbin winding pulley
Screw
Friction ring
Winder base
Winding crank
Pin
Screw (lower)
Winding spanner
Spring lever
Screw
Screw
Screw
Winding spanner shaft
Stop ring
Winder shaft
Locking ring
Bobbin thread trimmer
Screw (upper)
Spring
Spring
Positioning pin
Positioning pin
Slot for sliding block
Screw
Screw
Nut
Screw
Spring
Knee lifting lever
Knee lifting lever
Screw
Presser bar spring lever
Outer presser foot
Outer presser foot
Screw
Presser bar bushing
Presser bar spring lever bracket
Screw
Presser foot lifting bar
Screw
Thread releasing plate
Presser bar guiding bracket
Screw
Presser bar
Screw
Thread releasing spring lever
Screw
Crank assembly
Screw
Block
Solenoid assembly
Screw
Washer
Washer

13WF4-027
13WF6-029
33T4-008C1
22T1-012F5
13WF6-028
13WF6-012
13WF6-014
13WF6-017
13WF6-018
13WF6-019
13WF6-001
13WF6-021
13WF6-022
13WF6-002
13WF6-006
13WF6-007
13WF6-008
13WF6-009
13WF6-010
13WF6-011

13WF6-015
13WF6-016
13WF6-005
13WF6-003
13WF6-004
13WF6-025
33WF6-020
13WF6-013
1WF5-040
1WF5-039
1WF3-011
1WF3-010
1WF3-013

3 14
43WF3-001
1WF3-012-D
1WF3-015
1WF3-016
1WF3-001
9WF3-001
1WF3-002
1WF3-004
1WF3-005
1WF2-006
1WF3-023
1WF3-022
1WF3-007
1WF3-008
1WF3-009
1WF3-003
1WF3-023
1WF3-006

1WF3-019-D
1WF3-017-D
43WF3-01-DB

43WF3-01-DA

1WF -0

1WF3-018

Stop  ring 3.5 GB896-86

SM1/64" 40/12
SM1/4" 24/16.5

(For presser foot lifter by pedal)
(For automatic presser foot lifter)

(MSK-8420BL-18)
(MSK-8400BL-18)

SM9/64" 40/8.5

SM11/64" 40/15

SM1/4" 24 23

PF-9

GB93-8
GB97.1-8
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No .  Part number Name Qt. Remark



1

2

3 4

5

6 7 8

9

10 11 12 13 14

15

16

17

18

19

20 21

22232425
26

27

28

293031
32
33

3435363738

39

40 41 42

43
44

45

4647 48
49

1616 2323

23

16 20
21

26 20
21

30



1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

21

22

23

24

25

26

27

28

29

30

31

32

33

34

35

36

37

38

39

40

41

42

43

44

45

46

47

48

49

1

1

1

1

1

1

1

2

1

1

1

1

1

1

1

10

1

1

1

4

4

1

8

2

1

2

1

1

1

1

1

1

1

1

1

1

3

2

1

1

1

1

3

2

1

1

1

1

1

1

Oil felt press spring

Screw

Oil felt

Oil pipe

Oil wick

Oil cup

Oil cup cover

Screw

Pin

Oil wick press spring

Oil pipe

Oil draining pipe

Oil wick

Oil pipe positioning clamp

Needle bar oil returning pipe

Screw

Washer

Oil returning pipe clamp

Set spring

Screw

Washer

Oil draining pipe end clamp

Screw

Screw

Bushing

Oil pipe

Plunger

Plunger spring

Plunger spring stopper

Screw

Oil filter

Washer

Filter net

Oil filter fixing plate

Oil pipe clamp

Oil pipe for right hook saddle

Oil pipe clamp

Oil tray assembly

Oil tray assembly

Oil wick

Oil pipe

Oil pipe

Oil pipe clamp

Oil pipe

Oil wick

Oil wick

Clamp

Oil pipe clamp

Oil nozzle assembly

Oil filter fixing bracket

1WF6-001

1WF6-034

1WF6-003

1WF6-005A

1WF6-004

1WF6-007

1WF6-008

1WF6-009

1WF6-006

1WF6-010

1WF6-011

1WF6-002

1WF6-013

1WF6-012

1WF1-024

1WF6-042

1WF6-014

1WF1-011

22T1-007

1WF6-021

1WF1-026

1WF2-053

1WF2-054

1WF6-027

1WF6-025

1WF6-024

1WF6-023

1WF6-026

1WF6-018

1WF6-019

1WF6-020

1WF6-017

1WF6-028

1WF6-035

6 36

1WF6-038

1WF6-041

1WF6-040

1WF6-039

1WF6-034

1WF6-032

1WF6-037

1WF6-033

1WF6-030

1WF6-031

1WF6-029

1WF6-015

1WF -0

SM3/16" 28/12

Wool felt

3D 0.5 60

Cotton thread

M4 16 GB69-85

3D 1 400

5D 1 400

2.5 550 cotton thread

3D 0.5 150

SM9/64" 40/9

Washer 4 GB7246-87

11 9

9 4.5

1 6 40/10

3D 1 90

SM1/8" 44/4.5

H62 brassiness

MSK-8420BL-18

MSK-8400BL-18

2.5 430 cotton thread

3D 0.5 410

3D 0.5 220

2.5 300

2.5 240

(MSK-8420BL-18)

(MSK-8420BL-18)

SM /64" 40/

SM /64" 40/

SM 1/ 4"

3D 1 445 MSK-8420BL-( 18)
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No .  Part number Name Qt. Remark



1

2
3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

21

22

32



1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18 

19

20

21

22

1

2

2

2

2

4

1

1

1 bag

1

1

1

1

1

1

1

1

1

1

1

1

1

1

Parts bag

Casting hinge

Casting hinge cushion

Casting cushion (big)

Casting cushion

Bobbin

Oil pot

V-belt

Needle

Hexagon wrench

Hexagon wrench

Screwdriver (big)

Screwdriver (middle)

Screwdriver (small)

Needle thread guide assembly

Machine head cover

Oil tank

Thread stand

Thread stand

Magnet

Oil draining screw

Was h

Oil pan

33TF-010

22T9-007F1

22T9-007F2

22T9-009

22T9-010

1WF2-065

33TF-011

33TF-016

1F-009

1F-011

1F-010

33TF-012

33TF-013

33TF-014

58T0-007C

22T9-018

1F-012

1F-014

33TF-019

22F9-012

22T9-001A2

22T9-001A3

43WF3-002

'O' type 1050

DP 17 23#

S=2.5MM

S=3MM

(MSK-8420BL-18)

(MSK-8400BL-18)

SM5/16" 25/10

33
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